GALE HT405.1 INFORMATION SHEET

Gale HT405. |

The sophisticated HT405.1
Home Theatre system features
5 Gale satellite speakers and
complimenting Gale active
subwoofer. This combination
provides a cosmetically
pleasing and cost effective
package which ultimately
provides a commanding home
movie experience.

HT405.1 Powered subwoofer =i
The compact Gale HT405. | Performance
active subwoofer forms the
heart of the HT405.1 system, Frequency Response: 40Hz-150Hz
effortlessly pumping out Output Power: 65 Watts
clear and dynamic bass.An Mains voltage: 220 — 240 Volts 50 — 60 Hz
8 inch unshielded long throw Power consumption: 100 Watts
woofer delivers heavyweight Drivers: 8 inch unshielded long throw
sound via a dynamic 65 Watt woofer
amplifier, whilst its minimal Crossover type: Continuous/Active
cabinet construction not only Size: H300 x W300 x D300
looks stylish, it helps deliver Weight: 14.5Kg / 31.9Lbs
tight, powerful depth to add Finish: Silver

that extra impact required for
movie soundtracks.

HT405.1 Satellite speakers

The HT405.1’s 5 satellite Performance
speakers are a compact and
powerful 2 way design offering  Frequency Response: | 50Hz-20KHz
a high-end solution for movie Sensitivity: 82dB (I Watt input)
lovers wanting tremendous Impedance: 4-8 Ohms
clarity and dynamic sound Output Power: 20-100WVatts
quality. The elegant front and Drivers: (1) 2.5 inch mid/bass
rear speakers are magnetically | inch tweeter
Flhlgltg?d f(l):r Pﬁcement h Crossover Type: 2Nd Order

exipility. Furthermore, they Size: HI33 x W98 x D109
can be discretely wall mounted .\ .

. < eight: 2Kg

using brackets, positioned at Finish: Silver

exactly the ideal height and
deliver crystal clear and
absorbing sound.
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30 YEARS OF GREAT BRITISH LOUDSPEAKERS




